Getting Started

N Brief introduction

-Support USB 2.0port, speed up to 480Mbit/s

-Four channel 2.4G wireless receiver

-Four channel manual and auto switching.

-Support MPEG-4 format recording

-Support snapshot, timing snapshot and showing time.
-Support motion snapshot and motion alarming.
-Support one channel audio and video input and output.

N Parameters

1. Receiving Frequency: channel 1: 2.414GHZ channel 2: 2.432GHZ
channel 3: 2.450GHZ channel 4: 2.468GHZ

2. Video output: 75Q/1Vp-p

3. Audio output: 10KQ/200mVp-p

4. Validity pixel: 176x144, 320%x240 > 352x288 - 720%576,1440%1152

5. Data port: USB2.0

6. Power consumption: <<2W

7. fitting temperature: -20°C to +60°C

8. working temperature : 0°C to +40°C

9. weigh : 460g

—+ Computer requirement

- CPU: 1.8GHZ or up

- RAM: 256 M or up

- Hard disk 10GB up

- Operation system: win2000,winXP
- USB2.0 port

PU. Accessories:

Antenna 1 pc
AV cable 1 pc
DC+5V/500mA power adapter 1 pc
USB cable 1 pc
User manual 1 pc
Remote control (R705-UWS only) 1 pc



Manual of STK1160 driver installation

find the file STK1160 Driver in the disk, open it, click”’Setup” start driving
installation.

USB2.0 Capture Device - InstallShield Wizard

Preparing Setup

Flease wait while the InstallShield Wizard prepares the setup.

USB2.0 Capture Device Setup is preparing the InstallShield Wizard, which will guide you through the
rest of the setup process. Please wait.

USB2.0 Capture Device - InstallShield Wizard E

'E If vou have plugged this device on the computer,
L] please Ln-plug it before continuing the installation.

| Cancel

if this product is connecting with your computer, disconnect it please. Click "OK” to
continue.

USB2.0 Capture Device - InstallShield Wizard

Ready to Install the Program ‘

The wizard is ready to begin installation.

Click Install to begin the installation.

If ywou want to review or change any of your installation settings. click Back. Click Cancel to exitthe
wizard.

< Back | Install ] I Cancel

Click “Install”



Hardware Installation

. ! E The software you are installing for this hardware:

Imaging dewvices

has not passedWindows Logo testing to venfy its compatibility with
Windows =P, (Tell me why this testing is important)

Continuing your installation of this software may impair or
destabilize the correct operation of your system either
immediately or in the future. Microsoft strongly recommends
that vou stop this installation now and contact the hardware
vendor for software that has passed Windows Logo testing.

[ Continue Anyanay J[ STOF Installation

Click “Continue Anyway” to next.

USB2.0 Capture Device - InstallShield Wizard

InstallShield Wizard Complete

The InstallShield Wizard has successfully installed USB2.0 Capture
Device. Click Finish to exitthe wizard.

< Back | Finizh | Cancel

After click “Finish” ,there is a picture diction, click “OK”, connect the product with
computer to continue installing.

USB2.0 Capture Device - InstallShield Wizard g|

'E After finishing the installation,
. please plug the device back to the computer and
wiait for the device to be enumerated by the computer,

k.




After connected, there is a dialogue, select “NO, not this time”, click “NEXT”

Found New Hardware Wizard

Welcome to the Found New Hardware
Wizard

Windows will search for current and updated software by looking on
wour computer, on the hardware installation CD, or on the Windows
Update 'Weh site (with wour permissian).

Bead our privacy policy

Can Windows connectto Windows Update to search for software?
() s, this time only

()¥es, now and every time | connect a device

(@) Mo, notthis time

Click Mextto continue.

MNext > l I Cancel

Click “NEXT”

Found New Hardware Wizard

This wizard helps you install software for:

Syntek STKI160

\) If your hardware came with an installation CD or
= floppy disk. insert it now.

YWhat do you want the wizard to do?

(@) Install the software automatically (Recommended)
(CyInstall from a list or specific location (Advanced)

Click Mext to continue.

< Back ” ext » l [ Cancel




Click “Continue Anyway” go to next step

Hardware Installation

! 5 The software you are installing for this hardware:

Syntek STK1160

has not passed Windows Logo testing to verify its compatibility with
Windows ¥P. (Tell me why this testing is important )

Continuing your installation of this software may impair or
destabilize the correct operation of your system either
immediately or in the future. Microsoft strongly recommends
that you stop this installation now and contact the hardware
wvendor for software that has passed Windows Logo testing.

l Continue Anyawan Jl STOP Installation

Found New Hardware Wizard

Completing the Found New Hardware
Wizard

The wizard has finished installing the software for:

:93 Syntek STKI160

Click Finish to close the wizard.

Click “Finish”, after there is a reminder” hardware has been installed and can be
used”, then go to monitor.



Manual Of Mornitoring Software installation

Find “702_Setup” file, and open it ,click the file “SETUP EXE”, flip the following
picture

Select Setup Language EI

= gl]! Select the language to uze during the installation:

IE riglish

[ 1]8 ][ Cancel ]

Select relative language and click “OK”

o Setup - Wireless Camera Watcher - Ver1.1.3 E|§|@

Welcome to the Wireless Camera
Watcher - Verl.1.3 Setup Wizard
Thiz will install \Wirelezs Camera W atcher on your computer.,

[t iz recommended that you close all other applications before
continuing.

Click Mest o continue, or Cancel to exit Setup.

et ][ Cancel

Click ’NEXT” to continue



I Setup - Wireless Camera Watcher - Ver1.1.3

Select Destination Location
YWwhere should Wireless Camera W atcher - Verl. 1.3 be installed?

__J Setup will install \Wirelezs Camera Watcher - Werl 1.3 into the following folder.

To continue, click Mest. [F pou would like to select a different falder, click Browse.

IC: Frogram Filesiwireless Camera "Watcher | [ Browse...

Af least 3.9 ME of free disk space iz required.

[ < Back ][ MHext » ][ Cancel

Select relative destination location, Click ’next” to continue

i Setup - Wireless Camera Watcher - Yer1.1.3

Select Destination Location "
YWhere should “Wirelezs Camera "W atcher - Werl 1.3 be installed? =

'J Setup will install \Wireless Camera Watcher - Yerl 1.3 into the following folder.

To continue, click Mest. IF vou would ke to select a different folder, click Browse.

! CAProgram Files\wfireless Camera 'Watcher | [ Browse...

A leazt 3.9 MB of free disk space is reguired.

¢ Back ” M et > l[ Cancel




Click “INSTALL”

e Setup - Wireless Camera Watcher - Ver1.1.3

Ready to Install H
Setup iz now ready to begin installing ‘Wireless Camera W atcher - Werl 1.3 onyour g

conputer. S

Click Ihztall bo continue with the ingtallation, or click Back if vou want o revigw ar
change any sethings.

Deztination location:
C:AProgram Filezhwireless Camera 'watcher

| Start kMenu folder:;
Wirelesz Camera “Watcher

[ < Back ” Iriztall ][ Cancel ]

Select "Read User Quide ” ,After click “FINISH”, finish software installation, then it
will open automatically operation manual, read it carefully please.

o Setup - Wireless Camera Watcher - Ver1.1.3 E|§HE|

Completing the Wireless Camera
Watcher - Verl.1.3 Setup Wizard

Setup has finizhed installing Wireless Camera W atcher -
Werl.1.3 on vour computer. The application may be launched
by zelecting the inztalled icons.

Click Finigh to exit Setup.

Read Uszer Guide




