Getting Started

1. Features

- USB 2.0 interface, transmission rate up to 480Mpit/s, 48 times
faster than USB 1.1 interface.

- Fluency video display, 720 X576 image up to 30 frames/s

- Moving image display up to 1440 X 1152

- Sharp and nature image with true color

- Auto brightness, white balance, color saturation, contrast, Gamma
and so on advanced digital video control function

- Built-in sensitive microphone for voice communication through
Internet

- [lluminating LED’s auto turn on in dark

2. Specification

Image sensor 1/4” COMS

Image element 720H x 576V element

Display size 176 X144, 320X240 » 352X 288 » 720X 576, 1440 X 1152
Color format RGB24,1420

Interface USB2.0

Frame rate 30pfs in 720 X576

Signal-to-Noise >48dB

Lens F1.8/f7.85

Focalize spectrum 80mm to limitless

View angle ~50°

Camera control Saturation, contrast, sharp level, etc
White balance Auto, manual

Exposure Auto, manual

Working current < 200 mA

[lumination Auto

Microphone Built-in, <-60dB

Storage temperature -20°C to +60°C

Working temperature 0°C to +40°C

Weight 180g

3. System Requirement

- CPU speed: 1.8GHZ or higher

- RAM: 256 EMS memory or more
- Hard disk space 10GB

- Operating system: win2000,winXP
- USB2.0 port

- 64bit color display card



STK1160 DRIVER INSTALLATION

Pls find folder STK 1160 Driver and open it, click “Setup” to install,

USB2.0 Capture Device - InstallShield Wizard
Preparing Setup

Flease wait while the InstallShield Wizard prepares the setup.

USB2.0 Capture Device Setup is preparing the InstallShield Wizard, which will guide you through the
rest of the setup process. Please wait.

USB2.0 Capture Device - InstallShield Wizard E

'E If vou have plugged this device on the computer,
L] please Ln-plug it before continuing the installation.

| Cancel

If your product is already connected with PC, pls disconnected, then click below
“OK” entering operation page:

USB2.0 Capture Device - InstallShield Wizard

Ready to Install the Program

The wizard is ready to begin installation.

Click Install to begin the installation.

If ywou want to review or change any of your installation settings. click Back. Click Cancel to exitthe
wizard.

< Back | Install ] I Cancel

Click: “Install”



Hardware Installation

. ! E The software you are installing for this hardware:

Imaging dewvices

has not passedWindows Logo testing to venfy its compatibility with
Windows =P, (Tell me why this testing is important)

Continuing your installation of this software may impair or
destabilize the correct operation of your system either
immediately or in the future. Microsoft strongly recommends
that vou stop this installation now and contact the hardware
vendor for software that has passed Windows Logo testing.

[ Continue Anyanay J[ STOF Installation

Click “Continue Anyway” and enter next step:

USB2.0 Capture Device - InstallShield Wizard

InstallShield Wizard Complete

The InstallShield Wizard has successfully installed USB2.0 Capture
Device. Click Finish to exitthe wizard.

< Back | Finizh | Cancel

Click“Finish”, after below dialogue, click“ OK”, then connect product to computer
and go on installation.

USB2.0 Capture Device - InstallShield Wizard E|

'E After finishing the installation,
L] please plug the device back to the computer and
wait for the device to be enumerated by the computer,

ok |




Then below dialogue pls choose “NO, not this time” , and click “NEXT”;

Found New Hardware Wizard

Welcome to the Found New Hardware
Wizard

Windows will search for current and updated software by looking on
wour computer, on the hardware installation CD, or on the Windows
Update 'Weh site (with wour permissian).

Bead our privacy policy

Can Windows connectto Windows Update to search for software?
() s, this time only

()¥es, now and every time | connect a device

(@) Mo, notthis time

Click Mextto continue.

MNext > l I Cancel

Click “NEXT”:

Found New Hardware Wizard

This wizard helps you install software for:

Syntek STKI160

\) If your hardware came with an installation CD or
= floppy disk. insert it now.

YWhat do you want the wizard to do?

(@) Install the software automatically (Recommended)
(CyInstall from a list or specific location (Advanced)

Click Mext to continue.

< Back ” ext » l [ Cancel




Click “Continue Anyway” enter next step:

Hardware Installation

! 5 The software you are installing for this hardware:

Syntek STK1160

has not passed Windows Logo testing to verify its compatibility with
Windows ¥P. (Tell me why this testing is important )

Continuing your installation of this software may impair or
destabilize the correct operation of your system either
immediately or in the future. Microsoft strongly recommends
that you stop this installation now and contact the hardware
wvendor for software that has passed Windows Logo testing.

l Continue Anyawan Jl STOP Installation

Found New Hardware Wizard

Completing the Found New Hardware
Wizard

The wizard has finished installing the software for:

:93 Syntek STKI160

Click Finish to close the wizard.

Click “Finish”, wait PC give auto notice “ new hardware installation finished” , then
come to install control panel software.



CONTROL PANEL SOFTWARE INSRALLARION

Pls find folder “601 Setup” open it and double click “SETUP.EXE”, as below:

Select Setup Language E|
EE! Select the language to uze during the installation:

IE nglizh

()4 l [ Cancel

Choose language and click “OK”;

i Setup - Smart Video Capture - Ver:1.1.2 E|§|

Welcome to the Smart Yideo
Capture - Ver:1.1.2 Setup Wizard
Thiz will ingtall Srart Wideo Capture on your compber.

[t iz recommendead that you claze all other applications befaore
continLing.

Click Mest to continiue, or Cancel bo exit Setup.

Mest » II Cancel

Click “NEXT” enter next step:



i Setup - Smart Video Capture - Ver:1.1.2

Select Destination Location H I
wihere zhould Smart Video Capture - Ver:1.1.2 be installed? ( f
_;_j Setup will install Smart Yideo Capture - Yer:1.1.2 into the following folder.
To continue, click Mext IF pou would ke to select a different folder, click Browse.,
'-.F'rn:urlrarn Fle:s:"-.Eirnart YWideo Capture -i Browse... ]

At leazt 3.9 ME of free dizk space iz required.

¢ Back ” Meut ][ Cancel

Choose suitable folder and click “NEXT”;

i Setup - Smart Video Capture - Ver:1.1.2

Select Start Menu Folder "
Where should Setup place the program's shortcuts?

Setup will create the program's shartcuts in the fallawing Start Menu folder.

To continue, click Mesxt. If you would like to select a different folder, click Browse,

| % mart Video Capture

1
| Browsze. .

< Back ” Mest » l[ Cancel




Click “INSTALL”;

i Setup - Smart Video Capture - Ver:1.1.2

Ready to Install

Setup is now ready to begin instaling Smart Yideo Capture - Yer:1.1.2 on vour
cornpuker. i 2

Click Install to continue with the installation, or click Back if you want bo review or
change any settings.
Destination location:

C:%Program Filez\Smart %ideo Capture

| Start Menu falder:
Smart Yideo Capture

< Back ” [nztall l[ Cancel

Choose“Read User Guide”, and “FINISH”, then system will automatically open software manual,

then pls read it carefully.

i Setup - Smart Yideo Capture - Ver:1.1.2 E|§||E|

Completing the Smart Yideo
Capture - Ver:1.1.2 Setup Wizard

Setup haz finizhed instaling Smart Video Capture - Ver:1.1.2 on
wour computer. The application may be launched by selecting
the inztalled icans.

Click Finish to exit Setup,

Read Uzer Guide




