Quick Start Guide

Network/IP Camera
(WiFi/cable optional)

GD2808 GD2809

Version No.: 2.1

Please read this Quick Start Guide carefully before using this product!
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Description of rear panel connection:

f—g: Ethernet interface
IDE SD memory card slot
OFF/ON: Power switch (ON: turns on; OFF: turns off)

AUDIO  Audio input/output. AUDIO IN is in yellow and AUDIO OUT is in red
I/0:

o Parameter reset button. Press this button to reset to factory default settings.
Use this button only when necessary




SETTING PARAMETER OF IP CAMERA

If it is the first time to use the IP Camera to set the parameter by PC, there are three
mode as following:

Connection mode@):

Connect the IP Camera to PC with the network cable.

IP Camera

(1) Connect the IP Camera to PC with network cable;
(2) Network indicator will be green in 5 seconds, which indicates connection finished.

Connection mode(2):

Connect the IP Camera through the LAN interface of the Switch/DSL
Router or a Hub.

Router/Switch/Hub

IP Camera

(1). Connect the R145 network port of the IP Camera to the LAN interface of the
Switch/DSL Router or a Hub with the network cable .

(2). Connect the power adapter attached with the product to the power socket of the
IP Camera and then connect the mains supply.




Connection mode3):

This product can be matching WiFi module, support for wireless connectivity, with
wireless AP devices(Such as wireless routers), wireless LAN components.When product
leaving the plant the WiFi function default is the closure . The user need opens and
completes WiFi in the wired connection's environment the related establishment(As
Connection mode®@ and connection mode @). Please refer to the user manual in the
CD-ROM.

S

IEEE802.11b/g

IP Camera

SEARCH NETWORK ADDRESS AND MODIFY
PARAMETER

User computer's network settings

(1) operating system of your PC is microsoft windows vista:

1. Right click <Network > icon on the desktop as following:




2. Click <Properties>, enter <Network and Sharing Center>interface as following:

(This computer)
& Not connected
You are currently not connected to any networks.

Connect to a network

B Sharing and Discovery

Network discovery © off

File charing © off

Public folder sharing © Off

Printer sharing © Off (no printers installed)
Seealso

Password protected shaiing @ On
Internet Options

Media sharing @ Off

Windows Firewall

EY « Metwork and Intemet » Metwork and Sharing Center ~ [ 43| [ search 2P|
@ -
Network and Sharing Center
View full map
A
GOSCAM-VISTA-PC Internet

PROOOE

3. Double Click <Manage network connections>, enter <Network Connections>

interface as following:

ww[@« Network and Intemet » Network Connections b

~ [ 4] Search

ction

Status
LAM or High-Speed Intemet (2)

o

Mame DeviceName  Connectivity

K.

Network Categery  Owner

Local Area Connection

Identifying...
Bre

Wireless Network Connecticn
Not connected

Intel(R) PRO/Wireless 22008...
Disable

Status

Diagnose

Bridge Connections

Create Shortcut
Delete

i Rename thi

Type

Phone = or Host Addre...

IS




4. Right Click <Local Area Connection>, then click <Properties>, enter
<Local Area Connection Properties>interface as following:

onnecti

Networking | Sharing

Connect using:

lg Broadcom 440« 10/100 Integrated Controller ‘

This connection uses the following tems:

% Client for Microsoft Networks

B Q05 Packet Scheduler
/] W), g P

Y rng for Microsoft Netwarks

Ssie ond ha Jic:
[ -+ Intemet Protocol Version & (TCP/IPvE)
¥ irtemet Protocol Version 4 (TCP/IPv4)

. Link-Layer Topology Discovery Mapper /0 Driver
W] -+ Link-Layer Topology Discovery Responder

[

Install.... ] Uninstall I [ Properties ]

Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

5. Note: IP camera nosupport IPV6 Protocol Version6, please cancel the <Internet
Protocol Version6 (TCP/IPV6)>, then Select and double click<Internet Protocol

Version4(TCP/IPv4)>.

Alt

General

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(@ Obtain an IP address automatically
@ Use the following IP address:
IP address: 192,168, 1 ,100
Subnet mask: 255 ,255.255. 0
Default gateway: m

@ Use the following DNS server addresses:

Preferred DNS server: 202. 96 .128. 186

Obtain DNS server address autompically

ernate DNS server:

6. Manual set the IP address of your PC in the LAN, eg: 192.168.1.100, Other settings

can refer to the figure above.
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2. click <Properties> as following:

Acvanzed  Halp

1. Right click <Network > icon as following:

(2) Operating System of Your PC is Microsoft Windows XP or Windows 2000:

& nerviork Zonnections

Metwork Tasks

[E creste s em
carnection

B Setun a home o sl
office nebwork

@ Changs Wirdows
Firawall sattings

& Cisatlethisnetwork
device
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&) View status of this
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Change ssttngs of this
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e
Other Places ()
B controlPanz!

S My hekwork Paces
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i$ My Computer

Details
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= Nemwork Connections

File Edit View Favorites

Q- O

3. Right click <Local Area Connection > as following:

Tocls  Advanzed  Help

piearch [[Fy Feiders | [T~

Aalress | &) stwcrk Connetior

Network Tasks
Craata anevt
connection

# Set 1paheme or sl
office aetwore

@ Lhange Windaws
Firewall setfirgs

& Disablo kis notwerle
deris

&, Repair this conrextion
®]) Rename this connection

W View siatus 07 ks
connection

Changa settings of thic
connection

Other Places

B coneenl Panel

g My sk Flaces
(3 iy pocuments

a Iy Computer

s

4| LAMor High Speed Intemet

%[

Status
Rapair

Biritlyes Conmie_Liones

Create Shortout
Colcto
Renane

s )
Local Area Connection ¥

4. Click <Properties >

as following:

Local Area

nnection Properties

General | Authentication | Advanced |

Connect using:
| B8 Realek RTL3168/8111 PCI-E Gigabi | Canfigure. ..

Thiz connection uses the following items:

g Client for Microsoft Metworks
File and Frinter Sharing for Microsoft Metworks
3Bl (105 Packet Scheduler

Install...

[rescription

Transmission Control Pratocal/lntemet Protocal. The default
wide area network. protocol that provides communication
across diverse interconnected networks.

Unirstall

Show icon in notification area when connected
Motify me when thiz connection has limited or no connectivity

[ (] 8 ] [ Cancel
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5. Double click <Internet Protocol(TCP/IP) > as following:

Internet Protocol (TCP/IP) Properties

General |

You can get [P settings assigned automatically if your network. supports
thiz capability. Otherwize, you need to ask your network. administrator for
the appropriate IP settings.

() Obtain an IP address automatically
(3 Uze the following IP address:

IP address: 192 168 . 1 . 100
Subnet mask: 256286 . 28R 0
Default gateway: 192 168 . 1| 254

Obtain DMS server addiess automatically
(&) Use the following DNS server addresses:
Prefered DMS server: 202 . 96 134 133

:

Altermate DNS server:

6. Set the LAN address of your PC, such as: 192.168.1.100, other parameter as above.

Default Parameters

IP address:192.168.1.1 Subnet mask:255.255.255. 0 Gateway:192.168.1.254
COM port:5000 Web port: 80
User name: admin Password: admin

IP Search and Modification of IP Camera

The IP address of the IP camera should be in the same LAN section as the IP of the PC
so that the PC can log on to access the IP Camera in the LAN.

(1) please first insert the delivery-attached CD into your CD-ROM. Open the

“SearchIpcamera” folder in the CD, Select suitable language folder:
“SearchIpcamera V 1.0.1(EN)” folder: English version
“SearchIpcamera V 1.0.1(CH)” folder: Chinese version

Select a foler as English version :

""" , MHConfig. ini , ‘ R
y_b RER -&, SdiMixerDll. d11 Syl ging -l
T KB 2 Bearchipeamera M. .. i
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Double click to run the SearchIpcamera.exe file, as shown in the following figure:

(2) Click the Search button, and the system will automatically search all IP cameras in
the LAN. The Computer information column shows the current IP address and its
network parameters of the PC. The Device List column shows IP addresses and other
parameters of all searched IP cameras.

(3) In the Device List column, double click any IP camera. The Parameter Setting
column on the right of the window will show basic information and network parameters
of the device: The default HTTP port is 80, and the Data port is 5000; The default login
user name is admin, and the password is admin; The default network connection mode
is Fixed/Router.

(4) Select Fixed/Router. Click auto set. The system will automatically set a new IP
and other network parameters for the IP camera according to the current LAN
environment. Of course, the user can also manually set related network parameters of
the IP camera. Please note that the IP address must be in the same network section as
the IP address of the PC, and make sure there is no IP conflict with other devices in the
LAN. After completion of network parameters, click parameter save to save.

(5) Double click to select an IP in the Device List. The IP address will be displayed in
the Access column. Click connect. The system will automatically open Windows IE
to enter the login interface of the IP camera.

CONTROL INSTALLATION

If it is the first time for your PC to access the IP camera, the OCX file needs to be
installed before login; otherwise, you cannot browse videos of the IP camera normally.
At the bottom of the login interface, click Download to download the OCX setup file to
the designated path. The login interface is as shown in the following figure:

-12-




Real-time IP-CAM Monitoring Sysyem M contat us

System Login

Username, admin
Password: eesee Submit Canncel

£ S

if you first time login this system or can't glance over the image normally.
Please click links below to download the setup file and decampress the installment
hen login in again

OCX Setup File Download

=

You may also find the OCX setup file in the delivery-attached CD, and open the ActiveX
Control folder.

XViewer. exe
HindZ Cabinet Se

#icy

Click Install to complete the OCX plug-in installation and click Exit to exit.

LOGIN TO IP CAMERA

In the Windows IE address bar, enter the IP address of the IP camera to enter the login
interface. Enter the correct user name (admin by default) and password (admin by
default) to enter the video browse interface of the IP camera.

-13-




INSTALLATION

Q Before installing and using the product, please read the following precautions

carefully and make sure they are fully understood.

* Use only the power adapter attached with the product. Use of unauthorized power a

dapter may cause damage to your IP Camera;

* Do not touch the lens of the IP Camera for it may leave fingerprint or stain on the lens

and will cause vague;

* Do not turn the lens of the IP Camera at will. The optimum focus range has been set
before the IP Camera is delivered out of the factory. If you turn the lens, it may cause

incorrect focus and vague images.

* Do not turn the Pan/Tilt by force for it may cause damage to internal components of

the Pan/Tilt.

* IP Camera terminal shall be installed in an indoor environment.

* For firmware upgrading or connection with an external alarm, refer to detailed

instructions contained in the CD.

1. This product can be placed, hanging, the user can place in accordance with the

requirements of the installation choose the right way to install.

2. Horizontal installation: Select a position on a horizontal surface and place the IP

Camera directly on the horizontal surface.

3. Suspended installation: Install the bracket to proper position on the wall, or settled
upside down under the ceiling; Root the special screw to the 1/4" screw hole on the

bottom of camera.

Floor board On wall

Under ceiling
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FCC INFORMATION

This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions:

(1) this device may not cause harmful interference.

(2) this device must accept any interference received, including interference that may
cause undesired operation.

Changes or modifications not expressly approved by the party responsible for compliance
could void the user’s authority to operate the equipment.

CAUTIONS

e The apparatus shall not be exposed to dripping or splashing and that no objects filled
with liquids, such as vases, shall be placed on the apparatus.

® Turn off the camera/receiver if the system is not in use.

The adapter is used as the disconnect device from the mains. The adapter shall remain

readily operable.

®* The camera/receiver can only be completely disconnected from the mains by unplug
the adapter.

® Do not cut the DC power cable of the apparatus to fit with another power source.

e Attention should be drawn to the environment aspects of battery disposal.

EU Environmental Protection

Waste electrical products should not be disposed of Z%:

with household waste. Please recycle where facilities
exist. Check with your local authority or retailer for
PAP

recycling advice. _

The description included are subject to minor change without notice.
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