Client Software
User’s Manual

The content of this manual will be upgraded irregularly, please forgive us
for not issuing a separate notice.
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1 Brief Introduction

The software used to realize the central control for all internet video monitor devices
(including:DVS and IP camera) : monitor, data storage, data transfer\manage'\control. This version
support 1/4/6/8/9//12/16//20/25/30 display, OSD setting, talkback, record playback, alarm control
and MD, etc. The interface is friendly and easy, can help to control more than one device in same
time. The main functions below:

Realtime monitor, support CIF/QCIF/Half-D1/D1 format

Support talkback function

Support ptz function, allow Pelco D/P and other transparent protocol

Support alarm /MD/time/ manual trigger record

Support MD(area/sensitivity optional)/private mask/picture snap
Support SMTP, send picture to mailbox when alarm

Support DDNS/PPPoE/DHCP

Support UPnP,auto configuration port

Support long distance online upgrade

2 Installation Guide

€ System requirement

® OQOperating System: Windows 2000/XP/Vista

® Processor: Intel Pentium 111, 1G or Higher (Pentium 1V, 2G or Higher
recommended)

® RAM: 256 MB or more

® Color Monitor: At least DirectX 8.1 or higher and 32M Display storage

® HD: More than 40G

&€ Software installation

Run the client software DVS_Client_Setup.exe, the window below will pop up:

“Installer Language p—

{run Please select a language.

H_hinese (Simplified)

Ik, | | Cancel




Select English, and click OK

r -

© DVS Client Setup

0y,

Choose Components (;

Choose which Features of OWS Client vou want ko install,

Check the campanents you wank ko inskall and uncheck the components vou dan't wank ko
install, Click Mext to continue,

Select components ko inskall: D%S Client Programs Description
Skart Menu Short-cut
Desktop Short-cut
Space required: 1,4ME
Mexk = | | Zancel

Click  Next ,the window below will pop up:

"© DVS Client Setup

ty

Choose Install Location -
hoose the Folder in which toinstall Dvs Client, (

Setup will install vs Client in the Following folder, To install in a different. folder, click Browse
and select anather Folder, Click Install ko skart the installakion,

Destination Folder

_:'Program Files\DvS Clienk Browse, ..

Space required: 1,4MBE
Space available: 1,756

| < Back || Inskall | | Cancel |

Press Browse... to change the default path. If you do not want to change, press Install .



The below window will pop up:

"® DVS Client Setup

Installation Complete —
Setup was completed successfully, (;
Completed
(2{=]e[e{ ] e e o] |x]e]e|*[=]e]|=]e]v]*|=]e]v|*[=]e]e]*|v]e] | =|v]e]|=]e]v]*|=]e ] *|=]e ] *|=]e]*]*]=]e]*]]*
| Shows details |

< Back QDT Cancel

Then the setup is completed successfully.



3 Software Instructions

3.1 Main Interface

Run DVS Client software, need input password, default is blank. Please refer  Client

Setup — local user management for user name and password change. The interface as below:

For the first login, user need add the IP address/domain name in order to trigger the monitor

screen, the steps are as follows:

Click- on the right side, pop following dialog:

|
Device IP/Host | M ame | Serial Mo | Con... |
A6 1921620233 d
A6 192162.0,.229 A =
1921682239

T
A 192168251 ¥ —I
A 192168252 s Cornect |
A 192168052
A192168.2.53 v Carfia |
A6 192168254

[reser ]

IP | I ame | MHetmazk | Serial Mo
192168.0.239 255.255.2565.0

192168.2.239 255.255.255.0

192.168.2.51 285.255.265.0 =
“ICI‘D 1RA 2R3 TR JEE IEF [ —_—




Markl: If device not in same network segment, the software can search the IP address but
can’t link. Please change device and pc in same segment.

Mark2: Default IP is 192.168.0.233, gateway is 192.168.0.1.

Can add device IP address/ Domain name by manual, click add pop following dialog:

Add Device x|

IP/Host: fl
Fuort: {001
Type of Host: & DVS/IP-CaM = Prowy

[E I Cancel

Input device IP/domain name, eg input IP/Host testdvs.3322.org, port 8001, device type
“DVS/IP-CAM”click OK  pop following dialog:

Device Hanagement

Device IP/Host | M ame | Senal Mo | D:un...l

B 1921600233

A192.168.0.229 Y

1921682239 Delete
A192168.2 51 Y —
192168252 v Connect
192168052

192168252 Y Camfig

5 testdvs 3322 0mg

Festart

Close

el L LR

IP | Marne | Metmask | Serial Mo - Refresh
192.168.0.239 2hB.255.25865.0 [
1921682239 255, 255,255.0 Sief [
192168254 2hB.255.25865.0 =
Jiuo 1RE 7R3 JRR IRR 2RF N [ _'|J




Choose the right device, input user name and password, default is admin, as following:

x

~ Device

IP/Host: [192.168.0.233 Port [2007
~ Login

Uszer: I Pazzword: Ixxxxx

v Save password Connect I Cloze

Click  Connect , the right column will display the device address, choose “channel 17,

hold the left button, drag it to the need window, as following:

S EVEClient = FE.1.0.3




3.2 The main interface function

3.2.1 Toolbar

2 Click to check device user number

L 2 ﬁn: Click for Talk off/on
2 M: Click for Sound off/on

| |
4 Click for current channel snap

4 n/n Click to start or off record. Clickmfor record path setting
Clicmfor record playback

4 @ Click for brightness/contrast/Saturation/color setting. Default 128 ,
range is 0-255

L 2 W/B: Click for current screen off/on
L 2 Click for screen rotation

2 Click for image quality/OSD/screen mask/MD setting
3.2.1.1 Image Quality
Allow setting frame mode,stream type,frame rate,l frame interval,see below:
Coding Style Qualith priority or speed priority
Coding Rate  Fixed or dynamic. Fixed on suitable for fixed bandwidth.Dynamic
suitable for record. Default dynamic stream, limits on 100Kbps.
Frame/second Range is 1 25 default 10 Fps.

Gap betweem I-frames One | frame in per 100 frame, default 300.



Setup _|
Encoding |
Cading Style: () Bate first
Coding B ate: () CBR x
212 ~ kKbps
@ WEBR Upto
Frames/second;
Gap between |-Frames: 300 :
[ (m].8 ] [ Cancel ] Apply
3.2.1.2 OSD

OSD is “on screen display”, mean the info accompany with the image. Allow setting channel
info, time, text color and position.

Setup [‘5_(|

aso |

aoso

[+#] Chin. Hame: Calar: Fositior:
[¥] Time: Calar: Fositior: Right-Taop W

F-:urmat| Y-M-0 H:M:5 w |

[#] Text: Colar: Position: | Left-Battom

Teut: |test |

()4 l[ Cancel ][ Apply




3.2.1.3 Sheltered Area

Sheltered Area as needed. Hold  ctrl  to drag mouse choose the area, click  clear

delete it.

2003 -04 .:F ol

FRCTORY

The mask effect as below:

3.2.1.4 Motion Detection
Area setting Hold ctrl choose the area, max 4 zones allowed.
Sensitivity Setting high for high sensitivity.
Valid Period of Time Setting MD valid period and alarm valid period.
Action Buzz, notify client,send e-mail.

Output to Choose the display channel.

to



Setup

kation Detection

Action

[JBuzz
[ Natify Client
Trigger Record

[J5end e-bdail | Setup bal

Output bo:

O1-

03X

Sensitivity: |_ VI Clzar ]

Walid Period of Time:
+ EverpDay; 00:00:00-23:00:00 2dd

*Hald <Chil> to select. at most 4 areas allowed.

Edit

Delete

L ak. J [ Cancel Apply

3.2.2 PTZ Control

Clici B3 E3 adjust focus

Click- B3 E3 adjust aperture

Click- B3 E3 adjust lens

* 6 o o

Click up/down/left/right control pané&tliti or hold mouse left key adjust direction by

drag the middle dot

L 2 Preset. choose preset from drop down list can control pt to the setting position.

Click the mouse right key then choose  set current view as a preset point  for preset .

L 2 Cruise- Click

setting the route or choose the already one by drop down list, click

10



uto stop the cruise.

Click the mouse right key then

dialog:

choose

set current view as a preset point

Add Freset—point 5'

Cancel

] % |
=

,pop following

CIicE, set your cruise route in the following dialog:

x
Preset point: Goto: Speed  Stay(zec.)

Up

> | Dgwnl
Del
LClear |
Sef

Mo I-I Manne:

— Cruize path

el

Delete | L&l |

Test

g2

Stop

11



3.2.3 Device List

—
Display connected devices name, domain name, channel name ,etc. Clic to add

device. Click“ to pop device property dialog. Clic connect or disconnect device.

A6 192 168. 0. 233

3.2.4 Interface Structure

Click following button can adjust your own display mode. CIickﬂ save or

L]
click delete.

Click switch display mode,
1/4/6/8/9//12/16//20/25/30 optional

3.2.5 Other Function

3.2.5.1 Screen Switch

ClickBs=2ZBll to start or stop screen switch (BE=S=88 mean the switch is in process).

12



3.2.5.2 Client_side Setup
€ Client Setup

Clickﬂto setup record path/alarm trigger record period/sound/last time scene. More

than one path can be saved, the top one will be the default record path.

Client-side Setup

Client Setup |Video Switch Setting || Local User Management | Automatic-Fecord

Ed

[ Open the zzene on close automaticly

Sound when receive alertt info. from Device
Saund fle: | alertway 2 | E

Resume connection when disconnection is detected

Record Settings

[ Limit of file size: I:I [ Lirrit f tirne;
‘when the limit iz reached: (#) Stop recording ) Continue recarding with a new file

wiken Diigk iz full (%) Prompt user to take action () Ovenwrite oldest file Record up limit 1024M/7200s

Ciuration of record triggered by alert(Sec.) *

Picture directon: | B

Path that wideo files are to be saved

Add

Ok ] [ Cancel

€ Video Switch Setting

It will realize multi-device or different channels switch in one screen. Click page arrow to

add/delete page, click stay arrow to add/delete standstill period, click m choose

display mode, hold mouse left key drag the wanted channel to the right column or delete it by

double click the channel name.

13



Client-side Setup

Clignt Setup | Wideo Switch Setting | Local User Managemert I| Automatic-Record |

A6 192.168.0.239:9001
B§ 1921880232
B Chn 1:

M quo3510.3322 0

© Bpa Chn 1:

| :Be |

Pages |‘I | : | | Stay for D: Sec.

EE|2><2 ¥

[ akK H_ Cancel ] Apply

€ Local User Management

Default password is blank. After login, allow add new user and related password/private.

Password will be needed when quit under  Full Screen

Client-side Setup

| Client Setup || Wideo Switch Setting| Local User Management |.ﬁutomatic-Hecord|
User Lacal Setup Record/Snap Plapback

admin User: I:I
P |

Add

Delete

Chg pawd
aK ] [ Canicel ] Apply

14



€ Automatic_Record

Allow time record channel/period setting, save path setting in client setup . The interface

indicator

will blink after start this function.
Client-side Setup rg|
| Client Setup || Wideo Switch Setting || Local User Management| Automatic-Record |
Record Schedule Scheme: DevicedChatnel to Aecond:
L HimeE
L4
O
L
g
L
|
[ 5tart Automatic Fecord ‘when Program Startup
m) >
l ak. ] [ Cancel Apply

3.2.5.3 Playback

Click

click to play the file.

pop following dialog, Search need file through catalog or event list. Double

15




=101 x|

Evle
&k
B Leeal
B Davice N e T A B Erdf
&= 1 16 0 T3
& tentdve MET. arg0013
1 Burariary art Ti afioa npth ice | Phaznal

| dlart
¥ DeviceZide Pils
S0 100, 0. 220
S vaentve srg BOL3

& rils

1#] adase

Please choose device IP under  Device-side File then

click Find when check file in SD card.

Mark1:Event mean trigger MD or alarm, event record mean MD or alarm trigger record.

Mark2:Device port file mean file save in linked SD card.

3.2.5.4 Language Version

English

The software support Chinese and English, click IEI pop Rl I to

switch.

3.2.5.5 Full Screen

Clickn change to full screen mode, all action will be locked under this mode, input

administrator password when quit. Click the right button to pop

Start Timed-Record
Stop Timed-Record

Full Screen

Window Choose to pop alarm info

EventWindow

v Alow Fopup Alert Wind

16
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3.3 Device property

Click“ or choose IP address in device list, click ~ Property by right key to pop

dialog, setup or adjust IP address

update online,etc.

3.3.1 Address/Port

DDN PPPoE broadcast configuration user management

Default IP address:192.168.0.233, subnet mask:255.255.255.0 gateway:192.168.0.1, service

port 8001. After change, system will register you restart your device to valid the setup. Change

service name not need restart.

Device Property

X]

Alam Qut | PTZ | Video Channel | Audio Channel | User | Record | Miscellaneous | Update |

Address/Part |'W'ireless HIC || DOMS || PPPaE || Multicaszt || E-tal || DateTime || .ﬁ.larmln|

Device Mame: ||

() Get IP Automatically
{®) ze Specific |P

1= 192 162 . 0 . 239
Sub-net Mask; 28R 0 28R 2R 0
Default G ateway: 13268 0 1
Physical Addiess: 00:22:ab:12:02:33
Obtain DMS Automatically

(%) Use Specific DMS

DMS Hostl: 202 . 98 . 166 . 128

DMS HostZ: 202 0 95 . 134 0133
Sermvice Port: 00

2k, H Cancel Apply

Mark1: IP address will valid only after device restart.

Mark2: When link 2 or more devices, need change related IP address and physical address.

17



Mark3: Outer net visit need mapping the service port, refer router configuration part. DNS

server needs change to current DNS IP address also.

3.3.2 DDNS

DDNS mean dynamic DNS, for unfixed IP domain name mapping. This client software
support peanut shell 3322 and our company DDNS service. Just apply your domain name in the
proper network station(refer to Part3.2) then click OK in the pop dialog, the DDNS will valid.

DDNS Service Provider now support www.oray.net and www.3322.org.
User Name One account can apply different domain name, the provider request not same.
Password The related password when you apply the domain name.

Dynamic Domain Name According to domain integrated address.

Device Property f'>__<|

|.-'1'~Iarm Ot || PTZ || Wideo Channel | Audio Channel || Jzer || Record || Mizcellaneous || Update|
| Address/Part | ‘wireless NIC | DOM3 | PPPoE | Multicast | E-Mail | Date/Time | Alarmn |

DOMS Service Provider 3322w, 3322 arg|
Uszer Marme: | LEEE |
Pazzword: |'-"'-" |
LDMS Host/AP: | |
Service Port: I:l
Dynamic Domain Hame: | testdvs. 3322010 |
Statusz
Service Type: Standard
Service Status: On line

Domain M amesz:
218.18.184.22

http:ffwerw. 332 2.0rg

0k ] [ Cancel Apply

18



3.3.3 PPPoE

The client software allow PPPoE . Link the device to phone line through modem, dial to

internet. User can visit the monitor picture by internet from long distance. Choose PPPoE in

following dialog then input user name and password then click

Device Property

OK

|.-’-'-.Iarm Ot || PTZ || Wideo Channel || Audio Channel || |d=zer || Record || Mizcellaneous || L||:u:|ate|

| Address/Port | ‘Wireless MIC | DDMS | FFFoE | Multicast | E-Mail | Date/Time | Alamin |

1]8

I

Cancel

Apply

19



3.3.4 Multicast

Use set device as needed to realize the multicast function.

Device Property fgl

Alarm Out | PTE Yideo Channel | Audic Channel || Uzer Recard | Mizcelaneous || Update
Addresz/Part | Wirelesz NIC || DDHS | PPPaE | Multicast |E-Mail Date/Time | Alarm In

kulticast Port:

Multicast Address: 233 .28 a4

1. Valid multicast address is from 224.0.0.3 to 239,256,255, 265

2. Starting at the zpecific port, Device allocate one port for each
code-ghream.

Faor example, if the multicast part iz zet o 7000, a DS with 4
Yideo-in[Single code-gtream] and 4 Audio-in[Single code-stream)
uzes a port range from 7000 to FO0Y.

3. The Addresz:Port-F ange zetting can't not overlapped with ather
devices.

k. l [ Cancel




3.3.5 E-Mail

When choose mail service, the device will send event report and picture to the

appointed mailbox when alarm or MD triggered.
SMTP Server Follow your mailbox hints for related setup.
SMTP Port default 25.

Sender ”s Account Need according to the SMTP service if your mailbox
support.

User Account auto catch account info.

Password Account related password.

Receiver s Account Any mailbox which can receive mail. Click Send A Test

Mail after setup to confirm your action.

Device Property [‘5—(|

| Alarm Out || PTZ || Yideo Channel || Audio Channel || |Jzer || Record | Miscelaneous || L||:u:|ate|
| Address/Port | ‘Wireless NIC | DDONS | PPPoE | Multicast | E-tail | Date/Time | Alam In |

[]Enable SMTP Setting

|
E ]

Send & Test Mail

k. ] [ Cancel Apply

Mark: For outlook or foxmail user, need set the sender account to valid the function.

21



3.3.6 Date/Time

Adjust device date, time. Click Same with PC to synchronous with pc.

| Alarmn Out || PTZ || YWideo Channel || Audio Channel || [dzer || Mizcellaneous | Llpdate|
| Address/Port | ‘Wieless NIC | DDMS | PPPoE | Multicast | E-Mai | Date/Time | Alam In

Time Zone: [Er'-'1T+|_II:I:I_II_I] B eijing, Chongging, Hong Konag, Urimai, Ikutsk, V|

Drate/Time of Device

D ate B/ 4/2009 v

T FE0104M =

Same with PC

k. ] [ Cancel Apply




3.3.7 Alarm In

channel Allow setup name for choosed channel.

Actions take to response to alarm Sound alarm, notice client , send e-mail.

Output to  Setup output channel.

PTZ linkage Seperate preset cruise. Moniter channel must be appointed when
choose preset or cruise mode.

Valid period of time Setup alarm input time period. + mean valid period,-

mean except the period.

Device Property E'
| Alarm Out | PTZ | Wideo Channel | Audio Channel | User | Record | Miscellaneous | Update
| Address/Part | \Wireless NIC | DONS | PPPoE | Mulicast | E-Mal | Date/Time | alarm In

Channel: w | Mame: |

Actions take to rezponze bo alarm

Buzz Cutput o [#]1-
M atify Cliert

Trigger Record
[]5end e-Mail Setup

PTZ Linkage | MHone w

Watch Wideo | Chn.1 - IP239

<

Y alid peniod of time:
+ EveryDray; 00:00: 00220000

Add

E dit

Delete

] l [ Cancel Apply

Mark: The record in SD card will lead the real record time add 0-20s base the setting.

23



3.3.8 Alarm Out

channel Allow setup name for choosed channel
Valid period of time Setup alarm output time period. + mean valid period, -

mean except the period

Device Property E'
Addreszs/Port || Wireless NIC || DDMS || PPPoE || M ulticast || E-Mail || DatedTime || .-’-'-.Iarmln|
alarm Out |F'T2 | Widea Channel | Audio Channel | User | Record | Miscellaneous | Update |

Channel; 4 Marme: | |
[] Ouput port keeps off in normal state,
Diuration of alarm aut[Sec.]: IZI
Yald Penod of Time:
+ Evembay; 00:00:00-23:00:00
Add
E dit
Delete
k. l [ Cancel Apply

24



3.39PTZ

Video Channel choose video channel.

Address Matching the PTZ address with protocol.

Protocol Support Palco-D & Palco-P, default is Palco-D.

Step Length  Range 1~64, default 32. High speed will make the control hard ,
suggest under 32 for high speed dome.

Comm Setting Set baud rate, data bit, stop bit, parity bit.

Device Property E'

| Address/Part | ‘Wireless MIC | DDMNS | PPPoE | Multicast | E-Mail | Date/Time | Alamln |
Alarm Ouwt | FTZ |‘Jiu:|e::| Channel | Audio Channel | User | Record | Miscelaneous | Update |

Video Charnet: | IR v
Address; (1+128)
Pratocal: | Pelco-D w |

Step Length: (1764]

Cormm Setting

Baud Fate; | 2400 bps  w Data Bits:
Stop Bit: |1 bt v| ety Bits:

] 4 l [ Cancel Apply

25



3.3.10 Video Channel

Channel Choose the channel no.

Name Setup channel name.

Resolution QCIF / CIF / Half D1 / D1.
PAL/NTSC Choose PAL or NTSC.

Device Property [Z|

| Address/Part | \Wireless NIC | DOMS | PPPaE | Mullicast | E-Mail | Date/Time | Alamln |
| Alarmn Out || PTZ | Yideo Chantel |.-'1‘-.u|:|i|:| Channel || Idzer || Record || Mizcellaneous || L||:u:|at|3|

Channel g
n— |IP239

Status: Or i
Resolution: D1 e
PAL/NTSC: PAL v

Accompanying Audio Chin:

k. ] [ Cancel Apply

Mark1: Need restart device to valid new setup.

Mark?2: 4 channel DVS only support channel 1 set as D1 format.

26



3.3.11 Audio Channel

Channel Number Choose the channel no.
Bits Width 8bits / 16bits / 32bits optional.
Sampling Rate The effect will better with frequency increase.

Compression Choose different mode to compress audio steam( about 10 tims).

Device Property D_(|

| Address/Port || Wirgless NIC || DOMS || PPPoE | bulticaszt || E-tal || Date/Time || .ﬁ.larmln|
| Alarmn Out || PTZ || Yideo Channel | Audio Chantel | [dzer || Recaord || Mizcelanesous || L||:u:|ate|

Channel Mumber: il

Bitz width:
Sample R ate: gk “
Compression: G726 LV

k. H Cancel ] Apply

N #
Mark: Suggest keep the default setting in normal. Just click ’ « open talk back

function.

27



3.3.12 User

User management is use to add, delete or modify user name and password, and setup
corresponding authority. User name can only be English character or number,Chinese
is no supported, maximum length of user name or password is 10 characters.

User is separated into three classes:

Normal User: Admit to brown monitor image, no authority to setup device and
manage user.

Power User: Admit to setup device, no authority to manage user

Administrator: Authorized to setup device and manage user. The default

administrator id is admin, password is admin, the id is no allowed to delete.

Device Property E'
Addrezz/Port || Wirelesz MIC || DDMS | PPPoE | Multicazt | E-Mail | Date/Time | Alarm In
Alarm Out | PTE Yideo Channel | Audio Channel | Uzer | Recard | Mizcelaneous || Update

lzer Mame  Set Device Param Control PTZLens
admir % § Add
abc # ¥

k. l [ Cancel
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3.3.13 Update

User can update device local by client or long distance through IE. Device will auto restart
after upgrade. User can check current version no. here.
Current version Display current version, not allow edit.
Filetoupload Click Open find the file thenclick Upload , the following
dialog will show the progress. The device will auto restart after upgrade, not

shut off during the process.

Device Property [Z|
| Address/Port || Wirgless NIC || DOMS || PPPaE || Multicaszt || E-tal || DateTime || Alarrn In
| Alarm Ot || PTZ || Yideo Channel || Audio Channel || Idger || Fecord || Mizcelaneous | Update
Current version: Froduct:
Publizh:  2009-04-23
“erzion 21.2
File to upload:
| |
|pload
[ ] 0%
k. ] [ Cancel Apply

Mark: Online upgrade file DAT is pk2. Firmware program and client program can be upgrade

integrated or separated.
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3.3.14 Record

The record property will auto display when link to SD card. In other condition, please click

IP - Property - Record to pop the dialog:

Device Property ['5_(|

| Address/Part | \Wireless NIC | DOMS | PPPaE | Multicast | E-Mail | Date/Time | Alamiln |
| Alarmn Out || FTZ || Yideo Channel || Audio Channel || | zer | Record | Mizcellaneous || L||:u:|atn3|

Lirnit of file zsize(MB. Nat greanter than 256]; :
Lirmit of time[Second, Mot greater than 7200): :

Druration of record tiggered by alert(Sec. 2076007 20 :

Set file limit, 0 mean no limit

Timed Recording

Schedules: aa v | [(#ad |[Edt [ Dol |

Time ta record: Recarding Channels:

+ Evembay; 00:00:00-23:00:00+ EverpDay: 14:40:00 1-1P239

Valid record period

k., l [ Cancel Apply

Mark]1: Please cut off device before plug SD card.
Mark2: Choose FAT32 type when format SD card.

Mark3: Clickm choose Device-Side File to review record, see diagrammatic

- R A

92, 1683, 0. 2399001

presentation:
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3.3.15 Wireless NIC

Wireless network card property will auto display; in other condition click

- Record to pop the dialog:

Device Property

IP - Property

X

| Alam Out | PTZ | Yideo Channel | Audio Channel | User | Record | Miscelaneous | Update |

Address/Port | “Wireless NIC | DOMS || PPPaE || Multicaszt || E-tal || DateTime || .ﬁ.larmln|

Enable \Wirelezs MIC

ESEiD: (TS Tech

Encryption: () Disable 30 WEP

WEP KE_',': |..."l.l.. |
() Get IP Automatically

{%) Use Specifiz [P

IP Address: 192 168 . 2 . 239
Sub-tet Mazk: 2B 2R8B80

D efault 192 . 168 . 2 1
Physical 0022 ab:12:01:39

* Set the IP be zame with the wired MIC if they have the same netwark 1D

OF.

] [ Cancel

Apply
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3.3.16 Miscellaneous UPNP function
UPnP( Universal Plug and Play), the router will auto mapping TCP and UDP port.

Device Property fz|

| Addresz/Part || Wireless NIC || DOMS || PPPaoE || Multicast || Etal | Date/Time | .-i'-.larmln|
| Alarm Out || FTZ || Yideo Channel || Audio Channel || Uzer || Fecord | Mizcellaneous | |lpdate

[¥]Enable UPRP to config HAT:

External port: | ama |

k. l [ Cancel Apply

Mark1: Router must support UPnP function

Mark2: Recommend external port between 1025-32767
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4 Other

4.1 LAN and WAN configuration

¢ LAN automatically search

Run DVS Client, Clic, the video server in the local LAN will appear in the device

list. Only PC and video server in same network segment can connect.
If there are no device in the device list, make sure the following question:
If DVS is already powered?
If DVS and PC have been normal connected? If yes, the light will be long bright or
flashing.

If PC has firewall working? If yes, should do it again after closing the firewall.

¢ WAN manually search
If users want to login in another subnet, the device can not automatically be searched. The

video device should be manually added as the following steps:

Register DDNS services from a DDNS service provider. After applications a domain
name will be assigned, and an account number and password will be obtained.

Click mouse right key in device list up item, choose =~ Property — DDNS  set your
domain info ,please see 3.3.2 for details.

When Internet IP is changed. The device will automatically tell DDNS server its new
Internet IP.

Users only input domain in the network browser can run Client.

4.2 Application for DDNS

Normally users use dynamic IP address in the internet. User can use a static hostname instead
of a dynamic IP address to monitor Lan device image. In this way, user should register a domain

name and obtain a password. The device supports www.3322.org and www.dyndns.org , users can

login it and register the domain, after doing it, set your domain info as 3.3.2 for details.

4.3 Router configuration

Routers must be set to enable a PC TCP connecting to the device. Routers use port number to

decide which device request is allowed, this function is port transmitting or virtual services.
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Appendix A IE mode

When first visit device through IE, user need add http:// by manual to pop the following
dialog:

W Digital Video Server - Micrasoft Internet Explarer

Ble E& Yew Fovorbes Took Heb

! A F s =
o - 0 - (2] (2] Fo 0 sewch 5 rravomes @ Heds £ -
Bgdeess | hetn: s 10, 2 0rg 0001

Login

Linre nawme

Plassa dervvricad Bl instal Bhe Actived! controd irst | TG ERY TR AT 1T 4
i priboadiLocaly | BHF

2] Done D interne

i EnownloadiLocal) | FH T3
Click download the client and control , then install it.

Then input user name and password (default is admin ) can get monitor page, see below:

v | ] i e (L R e ) Lo

SO09-—0E-04/ 1002 - 45
FACTORY 44 0O
PRESET-00100

] Core A irtere
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