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Welcome

Thank you for purchasing a Vilar Multi-view

product.

[ Vil Mulivies

L
T e B Lot Comern 1003147

Vilar Multi-view is lens assistant software of IP Camera which
can be performed on Microsoft Windows PC. You can use it
more convenient with familiar monitor interface which is
similar as traditional monitor system. The completed
information about control area such as different period,
different angle of view and different cameras can be provided
by remote IP camera. And you can use Vilar Multi-view which is



an effective tool to manage that information.

About Functions

e ®Synchronization monitor with Multi screen

supported
e ®Snapshot/recording function
e ®Schedule Task
o #®Disk free space safeguard function
o ®Caption
o #@History record view

¢ ®Dynamic Domain Name Service supported



Installation Guide

System requirements

e @& Operation System: Windows2000 SP4 or above

& CPU: P4 1.5GHz or above

® Hard disk space:100M or above

o #®Network card:100mega network card

e @& Resolution:1024*768 pixel or above



Installing Vilar Multi-view

The installation of Vilar Multi-view is easy, simple and fast.

To install Vilar Multi-view

1. 1. Open the software installation file; double click g to
open the setup program.

2. 2. Then the Windows document security warning will
pop-up automatically, and click "Run™ to running Setup
Wizard.

Open File - Security Warning

The publizher could not be verified. Are you sure you want to
run this software?

Mame: Wilar_Mulkiview_Setup_1.0.1.6.exe
Fublizher: Unknown Publisher
Type: Application
Fraom: O,

Fiun ] [ Cancel

Alwayz azk before opening thiz file

Thiz file does not hawve a valid digital zsignature that verifies itz
publizher. “v'ou should only rn software from publishers you tust,
How can | decide what software to run?

3. 3. The installShield Wizard will pop-up automatically,
please click "Next" to start it.



Vilar Multi-view - InstallShield Wizard [E|

Welcome to the InstallShield Wizard for Yilar
Multi-view

The Install5hield® ‘wWizard will ingtall Yilar kulki-views an
wour computer. To continue, click Mest.

< Back I MHext = l[ Cancel

4. 4. After enter the user name and company name please
select "Next".

Vilar Multi-view - InstallShield Wizard

Customer Information

Pleaze enter your infarmation.

Fleaze enter your name and the name of the company far which pau worls.

Izer Mame:
[ |

Compary Mame:

5. Choosing the installation type and confirm your
selection. The default installation directory is
"C:\Program Files\Vilar\Vilar Multi-view" when you



choose the "completely". Otherwise if you choose
"custom" you can change the path.

Vilar Multi-view - InstallShield Wizard

Setup Type

Select the zetup type ta install.

Pleaze zelect a setup hupe.

(%) Complete

All program features will be inztalled. [Reguiresz the most digk space.]

() Cusztam

Select which program features you want installed. Recommended faor
advanced uzers.

< Back " MHeut > ][ Cancel

6. Select "install" to start install software.



Vilar Multi-view - InstallShield Wizard

Heady to Install the Program

The wizard iz ready to begin installation.

Click. Inztall ko begin the installation.

[F oL want ta review or change any of your ingtallation zettings, click Back. Click Cancel to exit
the wizard.

< Back " [nztall l [ Cancel

7. Click "Finish" button to confirm and close the
window.

Vilar Multi-view - InstallShield Wizard

Install5hield Wizard Complete

The Inztall5hield \Wizard haz succezsfully installed Vilar
bulti-view. Chek Finish bo gxit the wizard,

< Back Cancel

Starting Vilar Multi-view



After the installation, you can start Vilar Multi-view in two
different ways:

1. 1. Click Start > Programs > Vilar Multi-view=>
Vilar Multi-view

2. 2. The system will automatically set an icon for Vilar

Y,

il
Multi-view on the desktop as i =1 Click the icon to
start up Vilar Multi-view.



Uninstalling Vilar Multi-view

Vilar Multi-view provides easy-to-use auto-uninstalling
function, which enables you to remove all files, program
groups and shortcuts from Vilar Multi-view.

Click Start = Programs to open the program groups of "Vilar
Multi-view", then select the item "Uninstall'. The Setup
Wizard will run automatically. You can choose the different
items as modify, fix or uninstall Vilar Multi-view:

Yilar Multiview - InstallShield Wizard

Welcome

(% Modify

) Repair

15

) Bemaove

kadity, repair, or remosve the proagra,

W elcome to the Yilar Multriew Setup Maintenance program. Thiz program lets pou modify the
current inztallation. Click one of the options below,

Select new program features to add or select currently inztalled features to

Temoyve.

Reinztall all program features installed by the previous setup.

Remove all installed features.

Ment » l[ Cancel

Where, "Modify" function enables you to install Vilar
Multi-view’s personalization components; "Repair” function is
used to fix any component in which an error occurs. If you want
to uninstall Vilar Multi-view, just select "Remove" and click
"Next", then follow onscreen instructions and Vilar Multi-view
will be removed in a safe and quick way.

You can also choose another method: select Add/Remove
Programs from Control Panel of windows system and Vilar
Multi-view will be uninstalled quickly.

If Vilar Multi-view needs to be reinstalled for some reasons
after the installation, just select the "Uninstall" item and



choose the "Repair" option to fix Vilar Multi-view.

All components are provided by this program groups are necessary. Ensure the "Main
App" item is selected when you choosing the "Repair" button and all functions will be
reinstalled of this software.

Interface style

Main Interface

W Vil Mt view

Window | Camera M ‘Window I Carmera N Windorw 3 Camerna - NI

Windimw' d Camera - M Winding 5 Camars - hea Wlndiny B Carmers | s

Winadow T Camara N ‘Windiow B Carmeta | N Winow § Cameda | Ni&

A central window



B: control panel

C: History record view panel

Central Window: This central window can indicate the video
for each IP Camera at the same time. The work of surveillance
multi-video at the same time becomes easier and simply.
There are four types of screen splitting for this software like
single screen, four screens, nine screens and sixteen screens.

Control panel: For setting different functions of this software,
you can use it change the display mode of central window and
set the parameters, also the schedule task and storage
directory can be set by this panel.

History record view panel: On this panel the history record
file can be found easier and view more convenient.

Main Interface modes

The main interface includes common mode and floating mode.
You can make switching operation between those two modes
by click®dand buttons on the title bar.

Common Mode

Under common mode the main interface as follow:



SRR

Setup Time Scan Adjust

Quality :

. L I - 4
Title Bar: as : = . You can execute some

operations by click the buttons on the title bar such as change
interface  modes, view online help, hidden interface,
maximization interface and close software. You can point on
title bar and left pressing mouse to moving the main interface.
The size adjustment of main interface can be achieved by
border dragging. The history record view panel always
indicated on the bottom of main interface.

Floating Mode

Under the floating mode the main interface as follow:



Window 1 Camera : MiA

Window 4 Camera ; MNIA

nera kA

™ vilar ?
2 E D L @

View Setup Time Scan Adjust

Window 5 ( _ d i (ETERIRIES

B B
T

r -
Title bar: as. The maximization button is hidden

under the floating mode. The control panel can be moved by
dragging the title bar. The right side control panel and the
information view panel which on the bottom of interface are
hidden by default. The control panel will pup-up automatically
when you point on the top right of interface. As you move the
mouse out of the control panel area it can be hidden
immediately.

Under the floating mode there is a "view/hidden" button on
the control panel which is used for open/close the history
record view panel. This button is hidden under the common
mode.

Control Panel



A

C

‘
B og b' Auto
V]

Brighitr

Contrast ;

Micknzme ; .
A--Title bar: The title barincludes many

buttons such as: mode switching button, online help button,
hidden button, maximization button and close button.

B—Attribute tool bar: Under the common mode the attribute tool bar

i ) @
as “etup Time Sean Adust  ynder the floating mode the attribute tool bar

ad, B S @
as Yiew Setup Time Scan Adjust )

In which, the "view/hidden" button is used for open/close
history record panel under the floating mode.

Setup— Click this button to open the disk and file setting page.

Time—the "timing snapshot/recording” setting page can be opened by click this button.



The picture capturing and recording functions can be set as scheduled tasks on this page.

Scan—you can open the "camera auto searching/ add/modify IP address" page by click
this button.

Adjust—the management of windows is achieved by changing the settings on features
page. You can click the "Adjust" button to open the "position adjust and other settings"
page and modify the interrelated settings.

C—Multi-screen mode: QEI!I@IYOU can switching the multi-screen

modes by click different screen splitting button. There are four types of screen splitting for
this software like single screen, four screens, nine screens and sixteen screens.

DJScrolling information: The scrolling information includes: 1. the free space of current

disk, the prompt of free space exhausting and the recording duration of single camera. 2.
The nickname of current camera.

E--camera control panel: This panel controls the current camera which has a display

window with yellow box.

"State": it indicates the working status of current camera
which includes close, open, connecting, recording and
schedule snapshot/recording.

"Snapshot button™: you can capture the picture of current scene by click the mj button.
This button is lighting when the schedule snapshot task is executing. You can click this

button to stop the current snapshot task. The status of this button will change as the
current window switching. (Note: support JPEG picture only)

"Recording/stop button': the recording function of current

camera can be startup by click [“J button. After open one

recording function this button will light and some information
like "recording, camera nickname" will be indicated on the
scrolling information area. To stop recording function you can
select a window which one you want to close it and then press
this button. The status of this button will change with the
current window switching. (Note: support MJPG format only)
"Modify information button': you can modify the user

-
name, password, and nickname of current camera by click T .,j
button. This button is enabled when the camera close.

"Direction pan/tilt': As a manually control



A
Q00

button g , it can control the camera moving like
up/down, left /right and restoration.

"Cruise button": click °| button to set the current camera cruise mode as auto level

cruise. Click Q button to set the current camera cruise mode as auto upright cruise.

F--Parameter adjustment panel: The image quality, resolution, brightness and

contrast of current camera can be adjusted by using parameter adjustment panel. The
nickname of current camera can be changed by modifying the "nickname" on this panel
at the same time.

Note: the camera control can be executing only when the video is open. Before start video
the recording and snapshot function are disabled. And the resolution adjustment is
useless when the recording is executing.

History record view panel

The history record view panel is always shown on the bottom of main window under the
common mode. Otherwise it is hidden under the floating mode. The record view is easier
and more convenient because all miniatures of them are shown on the view panel.

Pup-up and hidden

The history record view panel is hidden under the floating mode; however you can click the
"View" icon the tilt bar to pup-up this panel.

Zoom in/out

The view panel can be zoom in/out whether under the common
mode or floating mode by moving the drag bar which on the
top of panel,

Classified view

The history record can be classified different sorts according to
various time and cameras. You can choose the "sorted by time"
item to view record by different time and also choose the



"Stored by cameras" item to view record by different cameras.
Those items are shown on the left sides of view panel.

Function button

After you selected one record there are some function buttons
are shown on the left top of history record view panel

as EEEEE. Some operations like switching

classify method, open file, open the directory of selected file
can be executed by using those function buttons.

Double click view

This software will use the default image browser or video
player to open the selected file by double click the abbreviatory
picture.

Note: If you delete the file after you open the view interface
with one classify method the abbreviatory picture still exist but
it will disappear after you double click it.

Operations

Add/Delete Camera

1. 1. After open Vilar Multi-view please select a
window. The frame color of that window is becoming
yellow.



" Vilar Multi-view

W oy

Camera ; MIA

Wiindo rmera ; kA

Wiiird o

2. 2.

Win

Window B Camera ; ki

Click the "Scan" button to open the auto

searching page. After while this page will indicate a
list of cameras which are found by software. The
cameras with zjhas added and others with [*lstill

need to add.

Auto camera searchtmanagement

Awito search | Add camera in I b odity |F addrezs I

| Puart | Phuzical Address | Subfet

IF Addresz
E 1921680134 80 007 B3e000007
192168.0.23 a0 08003260250

Add in | Search againl M-:u:lif_l,llF"l

256 258
266 258

[]

E wit |

3. 3.

To open the adding page you can select a new

camera and then click "Add in" button or click the
"Add camera in" item on the top of auto searching
page directly. Please enter the username as



"admin" and the password as "123456"on the
adding page and then press "Add in" button.(Note:
the camera which has IP address collision needs
modify IP address before you add it .)

Auto camera searchtmanagement

Madify IP address |

-Camera :

(« Select a new camera " Input marually

IF address Puort

192 168.0.215 | | |

10.0.3.147
10.0.30. 224

Eth

| zermame adrniry

FEEEER]

Pazsword ;

Camera nickname ; |1 92.168.0.215

Window ta shaw |Wihdaw:5 _v_]

&dd in Exit

4. 4. In order to visit the camera from the internet
expediently, the dynamic domain name service is
supported by this software. To access camera from
internet you can use the "Input manually" option
and enter the DDN or IP address of the camera
which you want to accessing. After that input "user
name" and "password", then select "Add

in".(Note: you can apply a domain name for your
camera by visit www. vilar. cn)


http://www.vilar.cn/

Auto camera searchtmanagement EJ

duto search  Add camerain | Modify |P address ]

“Camera
(" Select a new camera {+ |nput marually
IP addresz or domain name Part :
dermobi001. vipcam.ch a0

E nter infarmatian ;-

Usernarme : { admin |

Pasgword

ev—— |

Camera nickname ; |Beiiing DOMS Test-1

Wwindow to show : |Winu:|u:uw:l3 __vJ

Add in E =it

5. 5. The operation of IP address modifying has to
execute before the new camera adding. Select the
camera which needs modify IP address and click
"Modify IP address" button to open the IP address
modify page. On this page you have to get an idle IP
address fist by click the "Get idle IP address"
item. Enter the administrators as "admin" and
admin password as "123456", then press "Modify"
button to save new information. After that click
"Exit". Modifying the camera IP address is
recommended before you add new camera to
avoided IP address collision problem. The camera IP
addresses default as: 192.168.0.23




Auto camera searchtmanagement

At sear-:hl Add camerain - Modity |P address |

—Select new cameras ;

IP address - | 192.168.0.23 Ea

Physical address: | 020032260250 =

—Enter infarmatian :

Adrminiztratar ; | admin |

I FREEER |

Admin pazsward ;

Mew P address ; I 192 188 . 0 . 92

Sl ek | 265 266 285 . O
Gateway [ 192 163 . 0 . 1
Modify | Get aidle IP adds Exil

6. 6. Select the display window which indicates the
information of the camera needs delete and right
click mouse to open the shortcut menu, just select
the delete item and then that camera has deleted.

YWindow 5 Carmeata  virmicrob] Window B Carmera A

CTRL+L
CTRL+C

Other Settings(M). ..
Zhange Position(1)...
Window Spliter Mode

VT o

Madify Camera Infoll). ..

Exit(Cy)

Disk file settings

Click the "Setup" button on the top of control panel to open the



"disk file settings" page.

! Record/Snapshot settings l File Mame Pule: ]

Dizk free space zafequard

v Enable free space zafeguard function A0 = MB

Dirive Mame | Tupe | Wolurne | Lyailable ~
(B2 Local 4.48GE 4.48GR

D:s Local 3.97GE 5.58GE

E: Local 1.17GE 7. 79GR

F:' Local 13.95GE 10.07GE P!
=4 [N | a0 ocD 14 ACZD =
< ¥

Savein: Browse. ..
| E:\Program Filest\ilarsyilar Mulb-view R ecord _j
Comprezsian farmat ; Picture farmat :

MJP G - JPEG -

Cancel

Snapshot/recording settings

There are many operations can be executed on this page such
as file storage directory setting, vide format and image type
choosing. The current storage directory is indicated on the
"Save in" option, click "Browse" to modify current storage
directory. The disk free space safeguard is recommended to
keep system and other software working well. The problem of
free space exhausting can be avoided by using this function.
The minimum space of available space safeguard can be
adjusted by adjusting the value on the left sides. The recording
and auto snapshot will stop when the disk space smaller than
the minimum value.

Note: the disk free space safeguard function is effective for the
entire possible storage disk. The recording and capturing will
be interrupted when the current space is not enough.



Disk/File Settings

Recard/Shapshat settings  File Mame Rules
i File name structure ;

Iv Camera nickname

v Time
[ Count

File name prewview ;

CameraMickname_20070129 175304

W 0K X Cancel

File name rules

The file name structure includes camera name, data, time and
count. You can choose and combine those parts to buildup file
name.

Note: Please at least select one option from Time and Count!

Snapshot/Record

The real time snapshot and recording can be achieved by using "Camera control panel”.
After selected the working camera and click the snapshot button. 'J the real time scene

will be captured immediately. Similarly click recording/stop button[“l the real time

scene will be recorded. If you want to get perfect image information the pan/tilt will help
you achieve that. Because it can adjust the view angle and cruise mode to help you get
the Omni-directional images.



Time snapshot/record

The record and snapshot functions can be set as schedule task in Vilar Multi-view.

Time recordf/snapshot

192.168.0.103

ﬁ i | X + I

Mew | Save |Delete] Up | Down|  Exit

Carnera [P | Mickname ] Date ] Start at I Diuration ] Status ] Reference file M ame ]
192168.0103 1321680103  2007-01-23 18:2453  00:30:00 Fine 192 168.0.103 2007 23 182453 B2 avi
10.0.30.214 10.0. 2007-01-24 10:24:53  00:30:00 Fine 10.0.30.214 20070124 102453 83 avi

Weekly? 156

“Date/Timing zettings

192 168.0.103 20070126 152342 84 i

Fine

-Select a camera

I Thurs.

" Once W Mon, T Tues [ Wed
: IP address - |192.168.0.103 Re
o WWeekly v Friday v Sat v Sunday
Mickname :  192168.0.103
Start at [19:29.42 e
“Prefix of filenarme :
Duration:  |00:30:00 e
s ‘Compreszzion Settings :
Timed shot Wideo quality : Compression farmat :
{* Timed recard Standard quality LJ MJPG ﬂ
Task count 3
o o New schedule task: click the blank cell of

task list or "New" button to create a new task.

® Schedule task settings: The task settings
include camera choosing, start time, duration, task
type, and file format and resolution. All of those



settings can be changed before the task startup.
Click "Save" to save those settings after your
modifying. However the "Save" button is disabled
when the task is executing.

e o Delete task: Select the record which needs
deleted from task list and press "Delete" button.

® @ Recording status: After the task creation its
current status will be indicated on the Status item
as Fine, Executing, Finish, overdue or Freezing.

a) a) Fine: The task is waiting for performing.
(Note: If the task can not execute for any
reason, such as disk space shortage; camera
does not open and so on, this software will try to
open the camera and startup the task again on
next second until the task is executing or out of
the time.)

b) b) Executing: The task is executing.
c) c¢) Finish: The task is finished.

d) d) Expired: The task is overdue. The start
time of the task is earlier than present or during
the working time of schedule task it can not be
executed, for example the software is not
running no that time. All the conditions as
above mentioned might lead to the task
expired.

e) e) Freezing: The task is freezing. As booking
time of schedule tasks has collision problem for
the same camera, the preferential task can be
executed first and others are freezing. However
the schedule time superposition is allowed
between different cameras.

Note: for the same camera the booking time of tasks is
collision will leads to task freezing. However you can
change the preferred task by click the up and down
button. Also change the booking time of preferred
task earlier is a good way to choose.

Position and others



Click the "Adjust" button on the control panel to open the
"position and other" page.
b R i [

E i (@
Setup Time Scan

T e 77T

Or right-click main interface and select the "Other Settings"
or "Change Position" options on the shortcut menu to open
the "position and other" page.

Close CTRL+C

COkher Settings{M)...
Change Position(J). ..
Window Spliter Mode r

Exit()

On this page there are many features can be adjusted, which
include corresponding window for each camera, caption
indicating, auto calling and connects setting.



Adjust Position and Others

Position ] Other ]

Change The Camera Fosition aon Window.

Wiridiow ] Carmera Name

8 o 192.168.0.103 1592.168.0..
2 10030214 10,030,274
& 03
& 4

&5

& g

& o7 UpiL]
2 03 '
3 09 Danwn(D]
& 1

& 14

&2

& 13

&b 14

& 15

15

H

[

0k | Cancel Bpply

Position: Changing the corresponding window for each
camera.

Select the camera which needs adjusted and click the "up" and "down" button to move the
position of camera view. Then click "OK" to save settings.



Adjust Position and Others @

Position  Other l
Auto Connect

[v At Connect All Carmeras when The Program Start Up,

Title Display
W Dizplay The Camera Title.

Auto Recaonnect

W Auto Reconnect When Metwaork Emar,

A _|:| [gecond:] Reconnect [nterval.

| ak. | Cancel

Othe: It includes auto connect, title display and reconnects
setting.

Auto connects: Select the auto calling item the software will
auto connect all the cameras when it startup.

Title display: Controlling windows show the camera name or
not. The camera name can be changed on the "modify
camera information" page. Just right-click window and
select the "modify camera information" item on the

g
shortcut menu or cIick..' lr.lbutton on the control panel to open

that page. Also you can change the camera name via changing
the "nick name" option on the control panel.

Note: the condition of camera name changing is that the
camera has closed.



Modify X

Mote: You can't modif the openning camera infol
Mame and User Mame can naot Contain One of the

Following Charactors: WoEetae|
—Carmera Info-
IF Address: [10.0.12.28
Port: |*.
Marme: Irn:u:umS

—Camera Authaorization

Llser Mame: Iadmin

Password: Iﬂ—m—k

i—Camera Fosition
[ Window: 2

Qi Cancel{ic)

As the "Title display" option is enabled, the camera name wiill
be shown on the display window as follow:

Frapen e

st ALY L

Reconnect setting: This option is used for control the
reconnecting after network disconnection. The interval of
reconnection can be adjusted by the value adjustment button.
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